Condensadoras remotas SILENCIOSAS, maximo 2 servicios

Remote condenser LOW NOISE, max. 2 services

CARACTERISTICAS TECNICAS

Refrigerante R449A o R134a, o refrigerantes alternativos.

Compresor hermético alternativo, montado sobre amortiguadores, con silenciador
de descarga, resistencia de carter y clixon interno.

Bateria condensadora de amplia superficie, de tubos de cobre y aletas de aluminio,
con dimensionamiento tropicalizado para temperatura ambiente de hasta 50 °C.
Motoventilador axial de bajas revoluciones.

Circuito frigorifico equipado con presostatos de alta y baja presion, filtro ceramico,
recipiente y visor de liquido.

Control digital de presion de condensacion en versiones -N, y control de condensa-
cién todo-nada en versiones -M.

Control proporcional de presion de condensacion mediante variacion de velocidad
del motoventilador (incluido a partir de MDF-MY-2086,

MDF-MG-1038).

Cuadro eléctrico de potencia y maniobra, con protecciéon de compresor y motoven-
tilador.

Centralita electrénica de control del evaporador (en versiones -N).

Separador de aceite integrado (en versiones multiservicio -V).

Inyeccién de liquido en modelos de baja temperatura con R449A.

TECHNICAL DATA

Refrigerant R449A or R134a, or alternative refrigerants.

Alternative hermetic compressor, mounted on shock absorbers, with dischar-
ge silencer, crankcase heater and internal clixon.

Large surface condensing battery, made of copper tubes and aluminum fins,
with tropicalized sizing for room temperature up to 50 °C.

Low-speed axial fan motor.

Refrigerant circuit equipped with high and low pressure pressure switches,
ceramic filter, container and liquid sight glass.

Digital control of condensation pressure in versions -N, and control of conden-
sation all-nothing in -M versions.

Proportional control of condensation pressure by variation of fan speed
(included from MDF-MY-2086,

MDF-MG-1038).

Electrical panel of power and maneuver, with compressor and motor-fan
protection.

Electronic evaporator control unit (in -N versions).

Integrated oil separator (in multi-service versions -V).

Liquid injection in low temperature models with R449A.

230 V-I-50 Hz* / 400 V-111-50 Hz | Media temp. | Condensadoras Silenciosas | Comp. hermético | R134a / R449A
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oV | TENSION R0 0°C | 5°C | 0°C | 415°C W) ® HEHEs dBA)©
MDF-MY-0 010 3/8 230V 570 870 700 560 430 0,33 (1,75) 39 0200 350 1/47-3/8" 50 17
MDF-MY-0 015 12 230V 790 1200 970 770 610 0,46 (1,73 49 0200 350 1/47-3/8" 52 22
MDF-MY-1 015 12 230 V- 870 1380 1100 860 650 0,49 (1,78) 51 0360 1700 1/471/2" 66 22
MDF-MY-1 026 3/4 230V 1330 2140 1700 1310 970 0,711 (1,88) 8,8 0360 1700 1/4112" 74 19
S MDF-MY-1 033 1 230 V- 1720 2680 2150 1680 1250 0,82 (2,10 9,0 0360 1700 1/4-5/8" 76 23
B MDF-MY-1 053 1172 230 V-1 * 2370 3900 3060 2320 1720 1,22 (1,95) 11,6 0360 1700 1/47-3/4" 88 28
MDF-MY-1 074 2 230 V- * 3370 5260 4200 3260 2470 1,60 (2,30) 15,6 0360 1700 1/47-3/4" 90 35
MDF-MY-2 086 4 400 V-l 4150 6670 5260 4050 3030 1,81 (2,30) 12,6 0 450 3600 3/8"-7/8" 98 39
MDF-MY-2 108 5 400 V-l 5040 8060 6370 4900 3740 2,20 3N 15,6 0450 3600 3/8"-7/8" 100 36
MDF-MY-2 136 61/2 400 V-l 6710 10180 8250 6500 5040 2,99 291 18,6 0450 3600 3/8"-11/8" 103 35
MDF-MG-0 008 13 230V 620 964 790 630 490 0,37 1,7 39 0200 350 1/47-3/8" 51 20
MDF-MG-0 010 3/8 230V- 790 1210 1000 800 630 047 (1,69 53 0200 350 1/47-3/8" 51 24
MDF-MG-0 012 12 230V 930 1390 1150 940 750 0,56 (1,69) 6,1 0200 350 1/47-3/8" 51 24
MDF-MG-1 014 12 230V- 1220 1880 1530 1210 930 0,68 (1,82 517 0360 1700 1/47172" 66 25
MDF-MG-1 016 5/8 230V 1390 2210 1780 1400 1050 0,77 (1,85) 71 0360 1700 1/47112" 76 25
MDF-MG-1 018 3/4 230V 1690 2640 2150 1710 1320 0,92 (1,88) 8,4 0360 1700 1/4°172" 76 25
= MDF-MG-1 024 1 230V 2210 3490 2820 2210 1670 1,06 2,11) "7 0360 1700 3/8”-5/8" 78 25
‘: MDF-MG-1 026 11/4 230 V- * 2440 3790 3090 2460 1890 1,18 (2,09 131 0360 1700 3/8"-5/8" 78 25
MDF-MG-1 034 1172 230 V-1* 3060 4760 3890 3120 2420 1,66 (1,88) 15,6 0360 1700 3/8°-5/8" 78 27
MDF-MG-1 038 13/4 400 VIl 3540 5420 4420 3520 2720 1,59 (2,23) 6,6 0450 3200 3/8”-5/8" 81 30
MDF-MG-2 048 2 400 V-l 4520 6940 5640 4510 3520 1,97 (2,30 8,1 0450 3600 3/8-3/4" 85 27
MDF-MG-2 054 21/4 400 VIl 5140 7810 6380 5140 4060 218 343 8,6 0450 3600 3/8”-3/4" 86 27
MDF-MG-2 060 3 400 V-l 5880 8790 7250 5880 4690 2,59 325 9,6 0450 3600 3/8"-3/4" 87 27
MDF-MG-2 068 3172 400 V-l 6600 9750 8110 6600 5290 2,98 3,05 101 0 450 3600 1/2"-3/4" 88 26 m
]
=
OPCIONES OPTIONS =
« Cambio a alimentacién 400 V-III-50 Hz. * Switching to power 400 V-III-50 Hz. * ﬁ
« Separador de aceite. Oil separator. H

= Valvula solenoide integrada con cuerpo y bobina
(solo en versiones -N y -M).
* Recubrimiento anticorrosion de bateria.

L]
L]
® Integrated solenoid valve with body and coil
L]
L]
« Rejilla exterior de protecciéonde bateria. °
L]
L]
L]
L]
L]

(only in versions -N and -M).

Battery anti-corrosion coating.

External battery protection grid.

Proportional condensation control by variation

of fan motor speed (models up to 1074

with R134a, and models up to 1034 in MT, and up
1074 in BT with R449A).

Electronic version

< Control de condensacion proporcional por variacion
de velocidad del motoventilador (modelos hasta 1074
con R134a, y modelos hasta 1034 en MT, y hasta
1074 en BT con R449A).

< Version electronica
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