9 CORECOD

CARACTERISTICAS TECNICAS

Refrigerante R449A o R134a, o refrigerantes alternativos.
Compresor hermético alternativo, montado sobre amortiguadores, con silenciador de
descarga y clixon interno.

TECHNICAL DATA

Refrigerant R449A or R134a, or alternative refrigerants.
Alternative hermetic compressor, mounted on shock absorbers, with discharge silencer
and internal clixon.

Bateria condensadora de tubos de cobre y aletas de aluminio. e Condensing battery made of copper tubes and aluminum fins.
Turbina centrifuga con presion estatica disponible para la conduccién del aire de con- ® Centrifugal turbine with static pressure available for condensate air conduction (centri-
densacion (version centrifuga).

fugal version).

Refrigerant circuit equipped with high and low pressure pressure switches, ceramic

filter, container and liquid sight glass.

® Digital control of condensation pressure in versions -N, and control of condensation
all-nothing in -M versions.

® Proportional control of condensation pressure by variation of fan speed (included from
MDH series 4).

® Electrical panel of power and maneuver, with compressor and motor-fan protection.

® Electronic evaporator control unit (in -N versions).

® |ntegrated oil separator (in multi-service versions -V).

Circuito frigorifico equipado con presostatos de alta y baja presidn, filtro ceramico, °
recipiente y visor de liquido.

Control digital de presion de condensacion en versiones -N, y control de condensacion
todo-nada en versiones -M.

Control proporcional de presiéon de condensacion mediante variacion de velocidad del
motoventilador (incluido a partir de MDH serie 4).

Cuadro eléctrico de potencia y maniobra, con proteccién de compresor y motoventila-
dor.

Centralita electrdnica de control del evaporador (en versiones -N).

Separador de aceite integrado (en versiones multiservicio -V).

Inyeccion de liquido en modelos de baja temperatura con R449A. ® Liquid injection in low temperature models with R449A.

230 V-I-50 Hz* / 400 V-I1I-50 Hz | Media temp. | Compresor hermético | R134a / R449A

POTEI\IC)IAFHGORiFICA(VV)W
VERSIONAXAL COWPRESOR | e Ao . . ’ e VERSION CENTRIFUGA
FRIGORFICA ABSORB. | (COP) | MXVA F%%%Eé'gg\ PESO |PRESION

T NOVINAL | SEPR® | ABSORB. | " 0"0,c"| (ko) [SONORA o | peos

SERIE/MODELO oV | TENSION |TFEVARA0C|  0°C 5C -0°C -6°C (kW) ® dB(A)© SERIE/MODELO ) | (e
MDH-MY-0010  3/8 230V 880 710 560 430 037 (1,54 41 1438 373 MDH-CMY-0010 375 8
MDH-MY-0015  1/2 230V 1210 980 780 600 051 (1,58 51 1438 40 30 MDH-CMY-0015 375 8
MDH-MY-1015  1/2 230V 1200 1040 820 625 05 (1,68 51 1412 4 30 MDH-CMY-1015 575 8
MDH-MY-1026  3/4 230V 1890 1520 1190 920 072 (,71) 87 1412 48 2% MDH-CMY-1026 575 8
MDH-MY-1 033 1 230V 2310 1880 1500 1170 084 (1,86 90 1412 50 3 MDH-CMY-1033 575 8
MDH-MY-2053  11/2 230V-I* 3400 2700 2080 1640 124 (1,74 17 1458 63 37 MDH-CMY-2053 1000 12
= MDH-MY-3 074 2 230VH* 5040 4050 3150 2470 161 (204 156 1434”84 44 MDH-CMY-3074 1500 14
= MDH-MY-4 086 4 400VHI 6450 5130 3960 3020 1,98 (208 137 378" 107 48 MDH-CMY-4 086 3500 10
<§( MDH-MY-4 108 5 400V-I 7660 6130 4760 3730 242 (205 167  3/8"-7/8" 109 45 MDH-CMY-4 108~ 3500 10
&5 MDH-MY-4 136 61/2 400Vl 9630 7860 6240 5000 326 255 197 3/@-11/8" 112 44 MDH-CMY-4 136 3500 10
% MDH-MG-0008  1/3 230V 970 800 640 490 042 (1,53 41 1438 46 28 MDH-CMG-0008 375 8
7 MDH-MG-0010 38 230V 1220 1010 810 640 052 (1,55 55 1438 46 33 MDH-CMG-0010 375 8
MDH-MG-0012  1/2 230V 140 1170 950 760 060 (157 63 1438 46 33 MDH-CMG-0012 375 8
MDH-MG-1014  1/2 230V 1730 1430 1160 920 069 (1,67 57 142" 50 3B MDH-CMG-1014 575 8
MDH-MG-1016 58 230Vl 1980 1620 1300 1010 077 (168 71 U420 60 33 MDH-CMG-1016 575 8
MDH-MG-1018  3/4 230V 2310 1920 1560 1230 093  (167) 84  14-1/2" 60 3B MDH-CMG-1018 575 8
~< MDH-MG-2024 1 230V 3200 2610 209 1630 110 (1,89 118 3858 60 33 MDH-CMG-2024 1000 12
g MDH-MG-2 026  11/4 230V-* 3460 2850 2300 1810 124  (1,86) 132 38”58 6 34 MDH-CMG-2026 1000 12
MDH-MG-2034  11/2 230V-* 4210 3490 2230 1,72 (1,65 157  3/8"-5/8" 61 36 MDH-CMG-2034 1000 12
MDH-MG-3038  13/4 400 V-l 4930 4070 3290 2600 156 (2100 64 3858 78 39 MDH-CMG-3038 1500 14
MDH-MG-4048 2 400V-ll 6780 5530 4430 3480 216  (207) 132 3/8"-34" 95 36 MDH-CMG-4 048 3500 10
MDH-MG-4 054 21/2 400 V-l 750 6250 5040 3990 240 309 137 3/8"-34" 9% 36 MDH-CMG-4 054 3500 10
MDH-MG-4 060 3 400V-lll 8510 7070 5770 4610 287 287 147 3834 97 35 MDH-CMG-4 060 3500 10
MDH-MG-4 068~ 31/2 400 V-lll 9410 7860 6460 5190 321 241 152 12734 98 35 MDH-CMG-4 068 3500 10

OPCIONES OPTIONS

Cambio a alimentacién 400 V-I11-50 Hz. *
Separador de aceite (ya incluido en versiones -V).
Resistencia de carter.

Valvula solenoide integrada con cuerpo y bobina
(solo en versiones -N y -M).

Recubrimiento anticorrosién de bateria.
Compuerta de descarga antirretorno

(equipos centrifugos).

Adaptacion de impulsién de aire a conducto circular.
Impulsion vertical (equipos centrifugos).

Versidn electronica

Switching to power 400 V-11I-50 Hz. *

Qil separator (already included in versions -V).

Crankcase resistance.

Integrated solenoid valve with body and coil
(only in versions -N and -M).

Battery anti-corrosion coating.

Anti-return discharge damper

(centrifugal equipment).

Adaptation of air drive to circular duct.

Vertical drive (centrifugal equipment).

Electronic version
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