












































































 CVE/ CVES-10-E:

DATA CVE/CVES -
10E-10 

CVE/CVES-
10E-13 

CVE/CVES-
10E-15 

CVE/CVES-
10E-20 

CVE/CVES-
10E-25 

CVE/CVES-
10E-30 

Product temperature M1 M1 M1 M1 M1 M1 

Overall external 
dimensions at 

installation(LxHxD)(mm) 

1055x1265x1100 1305x1265x1100 1525x1265x1100 2025x1265x1100 2525x1265x1100 2995x1265x1100 

Overall external 
dimensions in 

service(LxHxD)(mm) 

1055x1265x1937 1305x1265x1937 1525x1265x1937 2025x1265x1937 2525x1265x1937 2995x1265x1937 

Overall external 
dimensions in 

service(LxHxD)(mm) 
CVES 

1055x1265x1414 1305x1265x1414 1525x1265x1414 2025x1265x1414 2525x1265x1414 2995x1265x1414 

Refrigerated shelf 
area(m2) 

0,78 0,98 1,15 1,55 1,95 2,32 

Total display area(m2) 0,65 0,82 0,97 1,3 1,63 1,95 

Visibility of products by 
arc method(m2) 

0,51 0,64 0,75 1,02 1,28 1,52 

Net volume (l) CVE 342 430 507 683 859 1024 

Net volume (l) CVES 270 340 401 540 678 809 

Health screen (mm) 1895 1895 1895 1895 1895 1895 

Maximum load in shelf 
(kg) 

30 30 30 30 30 30 

Location of the 
temperature sensor 

Fig. 6 Fig. 6 Fig. 6 Fig. 6 Fig. 6 Fig. 6 

Maximum values 
displayed by the 

instrument or measured 
at the sensor location in 

stable operating 
conditions (ºC) 

8 8 8 8 8 8 

Conditions where the 
display or temperature 

may be interrupted 

Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting 

Fig. 6 



 CVEG-10 / CVEGPC-10:

DATA CVEG-10-
10 

CVEG-10-
13 

CVEG-10-
15 

CVEG-10-
20 

CVEGPC-
10-10 

CVEGPC-
10-13 

CVEGPC-
10-15 

CVEGPC-
10-20 

Product temperature M1 M1 M1 M1 M1 M1 M1 M1 

Overall external 
dimensions at 

installation(LxHxD)(mm) 

1035x1088
x1000 

1285x1088
x1000 

1505x1088
x1000 

2005x1088
x1000 

1035x1288
x1000 

1285x1288
x1000 

1505x1288
x1000 

2005x1288
x1000 

Overall external 
dimensions in 

service(LxHxD)(mm) 

1035x1088
x1753 

1285x1088
x1753 

1505x1088
x1753 

2005x1088
x1753 

1035x1288
x2010 

1285x1288
x2010 

1505x1288
x2010 

2005x1288
x2010 

Refrigerated shelf 
area(m2) 

0,68 0,86 1,01 1,36 0,68 0,86 1,01 1,36 

Total display area(m2) 0,69 0,87 1,03 1,39 0,7 0,88 1,04 1,4 

Visibility of products by 
arc method(m2) 

0,34 0,43 0,51 0,68 0,36 0,45 0,53 0,72 

Net volume (l) 248 311 367 495 248 311 367 495 

Health screen (mm) 1524 1524 1524 1524 1724 1724 1724 1724 

Maximum load in shelf 
(kg) 

30 30 30 30 30 30 30 30 

Location of the 
temperature sensor 

Fig. 7 Fig. 7 Fig. 7 Fig. 7 Fig. Fig. 8 Fig. 8 Fig. 8 

Maximum values 
displayed by the 

instrument or measured 
at the sensor location in 

stable operating 
conditions (ºC) 

8 8 8 8 8 8 8 8 

Conditions where the 
display or temperature 

may be interrupted 

Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting 

Fig. 7 Fig. 8 



 CVER-10:

DATA CVER-10-10 CVER-10-13 CVER-10-15 CVER-10-20 

Product temperature M1 M1 M1 M1 

Overall external dimensions at 
installation(LxHxD)(mm) 

1035x1217x1000 1285x217x1000 1505x1217x1000 2005x1217x1000 

Overall external dimensions in 
service(LxHxD)(mm) 

1035x1217x1253 1285x1217x1253 1505x1217x1253 2005x1217x1253 

Refrigerated shelf area(m2) 0,71 0,89 1,05 1,42 

Total display area(m2) 0,72 0,91 1,07 1,44 

Visibility of products by arc 
method(m2) 

0,28 0,35 0,41 0,55 

Net volume (l) 130 163 192 258 

Health screen (mm) 1767 1767 1767 1767 

Maximum load in shelf (kg) 30 30 30 30 

Location of the temperature 
sensor 

Fig. 9 Fig. 9 Fig. 9 Fig. 9 

Maximum values displayed by 
the instrument or measured 

at the sensor location in 
stable operating conditions 

(ºC) 

8 8 8 8 

Conditions where the display 
or temperature may be 

interrupted 

Defrosting Defrosting Defrosting Defrosting 

Fig. 9 



 CVE-12:

DATA CVE-12-10 CVE-12-13 CVE-12-15 CVE-12-20 CVE-12-25 CVE-12-30 

Product temperature M1 M1 M1 M1 M1 M1 

Overall external 
dimensions at 

installation(LxHxD)(mm) 

1055x1230x1215 1305x1230x1215 1525x1230x1215 2025x1230x1215 2525x1230x1215 2995x1230x1215 

Overall external 
dimensions in 

service(LxHxD)(mm)  
CVE-12-C 

1055x1230x2029 1305x1230x2029 1525x1230x2029 2025x1230x2029 2525x1230x2029 2995x1230x2029 

Overall external 
dimensions in 

service(LxHxD)(mm)  
CVE-12-RR 

1055x1230x2270 1305x1230x2270 1525x1230x2270 2025x1230x2270 2525x1230x2270 2995x1230x2270 

Overall external 
dimensions in 

service(LxHxD)(mm) 
CVES-12-C 

1055x1230x1513 1305x1230x1513 1525x1230x1513 2025x1230x1513 2525x1230x1513 2995x1230x1513 

Overall external 
dimensions in 

service(LxHxD)(mm) 
CVES-12-RR 

1055x1230x1754 1305x1230x1754 1525x1230x1754 2025x1230x1754 2525x1230x1754 2995x1230x1754 

Refrigerated shelf 
area(m2) 

0,83 1,05 1,24 1,66 2,09 2,49 

TDA (m2) CVE-12-C 0,78 0,98 1,15 1,55 1,95 2,32 

TDA (m2) CVE-12-RR 0,96 1,20 1,42 1,91 2,40 2,86 

Visibility of products by 
arc method(m2) 

0,53 0,67 0,74 1,07 1,34 1,6 

Net volume (l) CVE 373 469 553 744 936 1116 

Net volume (l) CVES 334 420 495 667 838 1000 

Health screen (mm) 1849 1849 1849 1849 1849 1849 

Maximum load in shelf 
(kg) 

30 30 30 30 30 30 

Location of the 
temperature sensor 

Fig. 10 Fig. 10 Fig. 10 Fig. 10 Fig. 10 Fig. 10 

Maximum values 
displayed by the 

instrument or measured 
at the sensor location in 

stable operating 
conditions (ºC) 

8 8 8 8 8 8 

Conditions where the 
display or temperature 

may be interrupted 

Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting 

Fig. 10 



 CVC-8 / CVCC-9:

DATA CVC-8-13 CVC-8-15 CVC-8-20 CVCC-9-13 CVCC-9-15 CVCC-9-20 

Product temperature M1 M1 M1 M1 M1 M1 

Overall external 
dimensions at 

installation(LxHxD)(mm) 

1300x1076x770 1500x1076x770 2000x1076x770 1300x1085x847 1500x1085x847 2000x1085x847 

Overall external 
dimensions in 

service(LxHxD)(mm) 

1300x1076x2000 1500x1076x2000 2000x1076x2000 1300x1085x2040 1500x1085x2040 2000x1085x2040 

Refrigerated shelf 
area(m2) 

1,86 2,16 2,90 1,86 2,16 2,90 

Display opening 
area(m2) 

0,81 0,94 1,27 0,82 0,95 1,28 

Total display area(m2) 1,02 1,19 1,6 0,98 1,14 1,54 

Visibility of products by 
arc method (m2) 

0,74 0,86 1,16 0,74 0,86 1,16 

Net volume (l) 341 396 534 342 397 536 

Maximum load in shelf 
(kg) 

30 30 30 30 30 30 

Location of the 
temperature sensor 

Fig. 11 Fig. 11 Fig. 11 Fig. 12 Fig. 12 Fig. 12 

Maximum values 
displayed by the 

instrument or measured 
at the sensor location in 

stable operating 
conditions (ºC) 

8 8 8 8 8 8 

Conditions where the 
display or temperature 

may be interrupted 

Defrosting Defrosting Defrosting Defrosting Defrosting Defrosting 

Fig. 11 
Fig. 12 



 CVED-8:

DATA CVED-8-10-C CVED-8-15-C CVED-8-20-C CVED-8-25-C 

Product temperature M1 M1 M1 M1 

Overall external dimensions 
at installation(LxHxD)(mm) 

1055x1230x800 1525x1230x800 2025x1230x800 2525x1230x800 

Overall external dimensions 
in service(LxHxD)(mm) 

1055x1230x1923 1525x1230x1923 2025x1230x1923 2525x1230x1923 

Refrigerated shelf area(m2) 0,47 0,70 0,94 1,18 

Total display area(m2) 0,51 0,75 1,01 1,27 

Visibility of products by arc 
method(m2) 

0,43 0,63 0,85 1,07 

Net volume (l) 316 468 630 792 

Health screen (mm) 1642 1642 1642 1642 

Maximum load in shelf (kg) 30 30 30 30 

Location of the 
temperature sensor 

Fig. 13 Fig. 13 Fig. 13 Fig. 13 

Maximum values displayed 
by the instrument or 

measured at the sensor 
location in stable operating 

conditions (ºC) 

8 8 8 8 

Conditions where the 
display or temperature may 

be interrupted 

Defrosting Defrosting Defrosting Defrosting 

Fig. 13 



 CVED/CVEDS-9

DATA CVED/CVEDS 
9-10

CVED/CVEDS 
9-15

CVED/ CVEDS 
9-20

CVED/CVEDS 
9-25

Product temperature M1 M1 M1 M1 

Overall external 
dimensions at 

installation(LxHxD)(mm) 

1055x1230x940 1525x1230x940 2025x1230x940 2525x1230x940 

Overall external 
dimensions in 

service(LxHxD)(mm) 

1055x1230x2073 1525x1230x2073 2025x1230x2073 2525x1230x2073 

Refrigerated shelf 
area(m2) 

0,61 0,90 1,22 1,53 

Total display area(m2) 0,57 0,84 1,12 1,43 

Visibility of products by arc 
method(m2) 

0,48 0,71 0,95 1,19 

Net volume (l) CVED 371 550 740 930 

Net volume (l) CVEDS 223 331 446 560 

Health screen (mm) 1718 1718 1718 1718 

Maximum load in shelf 
(kg) 

30 30 30 30 

Location of the 
temperature sensor 

Fig. 14 Fig. 14 Fig. 14 Fig. 14 

Maximum values displayed 
by the instrument or 

measured at the sensor 
location in stable operating 

conditions (ºC) 

8 8 8 8 

Conditions where the 
display or temperature 

may be interrupted 

Defrosting Defrosting Defrosting Defrosting 

Fig. 14 



 CVED/CVEDS-10:

DATA CVED/CVEDS 
10-10

CVED/CVEDS 
10-15

CVED/CVEDS 
10-20

CVED/CVEDS 
10-25

Product temperature M1 M1 M1 M1 

Overall external dimensions 
at installation(LxHxD)(mm) 

1055x1224x1100 1525x1224x1100 2025x1224x1100 2525x1224x1100 

Overall external dimensions 
in service(LxHxD)(mm) 

1055x1224x2323 1525x1224x2323 2025x1224x2323 2525x1224x2323 

Refrigerated shelf area(m2) 0,78 1,15 1,55 1,95 

Total display area(m2) 0,77 1,14 1,53 1,93 

Visibility of products by arc 
method(m2) 

0,51 0,75 1,02 1,28 

Net volume (l) CVED 342 507 683 859 

Net volume (l) CVEDS 270 401 570 678 

Health screen (mm) 1802 1802 1802 1802 

Maximum load in shelf (kg) 30 30 30 30 

Location of the temperature 
sensor 

Fig. 15 Fig. 15 Fig. 15 Fig. 15 

Maximum values displayed 
by the instrument or 

measured at the sensor 
location in stable operating 

conditions (ºC) 

8 8 8 8 

Conditions where the 
display or temperature may 

be interrupted 

Defrosting Defrosting Defrosting Defrosting 

 
Fig. 15 
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