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en altura

consumo de energía

-   inner side of doors by stamped steel
-   double glazed doors + LEDs

-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped bo om and rounded corners
-  Doors with self closing system, blocked opening, magne c gasket and 

possibility of changing the opening sense
-  AISI-304 stainless steel worktop, with rounded front and 100 mm sanitary 

upstand (op onal without upstand)
-  GN 1/1 shelves made of plas cized steel wire, height adjustable
-  AISI -304 adjustable legs, 135 to 210 mm
-  Condenser unit NOT INCLUDED
-  Refrigerant expansion control, NOT INCLUDED
-  Performance of the evaporator with Dt = 12 ° C
-  Fan assisted evaporator, with epoxi an corrosion coa ng.
-  40 Kg/m³ density polyurethane insula on, zero ODP and GWP
-  Digital temperature control, op mized defrost, high-temperature conden-

sa on alarm (op onal). Efficient management of energy consump on
-  Opera ng: MRG / MCG 40°C ambient

   MRGV / MCGV 32°C ambient

OPCIONES
parrilla adicional GN 1/1 GN 1/1 extra shelf
parrilla suplemento extra shelf supplement
set adicional guías GN 1/1 GN 1/1 slides extra set
conexiones lado izquierdo le  side connec ons
encimera sin peto no upstand worktop
cerradura puerta inox SS door lock
cerradura puerta cristal glass door lock
registrador de alarmas HACCP HACCP alarm recorder
230v 60Hz / 115v 60Hz 230v 60Hz / 115v 60Hz
respaldo inox stainless steel rear side

defrost water evaporad on

mod.
rango
range

°C

largo
length
(mm)

alto
height
(mm)

fondo
depth
(mm)

estantes
shelves
GN 1/1

pares guías
slides sets

volumen 
capacity

(L)

volumen neto
net capacity

(L)

voltaje
voltage

potencia frig.
frig. power

refrigerante 
recomendado
recommended 

refrigerant

MRGP / MRGPV-120 -2°C
+8°C 1045 850 700 2 2 255 187 230V-50Hz 300 R134a

MRGP / MRGPV-170 -2°C
+8°C 1495 850 700 3 3 399 309 230V-50Hz 356 R134a

MRGP / MRGPV-220 -2°C
+8°C 1945 850 700 4 4 543 430 230V-50Hz 485 R134a

MRGP / MRGPV-270 -2°C
+8°C 2395 850 700 5 5 686 552 230V-50Hz 485 R134a

MCGP / MCGPV-120 -20°C 
-15°C 1045 850 700 2 2 255 187 230V-50Hz 353 R452A

MCGP / MCGPV-170 -20°C -
15°C 1495 850 700 3 3 399 309 230V-50Hz 452 R452A

MCGP / MCGPV-220 -20°C 
-15°C 1945 850 700 4 4 543 430 230V-50Hz 610 R452A

gama 

range

Increase of price by changing door to  drawers 
set, detachable telescopic SS runners, so -closing 
system (MRGP)

Increase of price by changing door to  drawers 
set, detachable telescopic SS runners, so -closing 
system (MRGP)
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