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sistema auto-cierre de serie

energía

-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped bo om and rounded corners
-  Stainless steel drawers with telescopic stainless steel slides for complete 

opening, self-closing system as standard
-  AISI-304 stainless steel worktop, with rounded front (op onal with 100 

mm sanitary upstand)
-  Worktop can be customized on demand
-  AISI -304 adjustable legs, 95 to 135 mm
-  Removable and fan assisted condenser unit
-  Fan assisted evaporator, with epoxi an corrosion coa ng.
-  Automa c evapora on of defrost water
-  40 Kg/m³ density polyurethane insula on, cero GWP and zero ODP 

effect
Digital temperature control, op mized defrost, high-temperature con-

densa on alarm. Efficient management of energy consump on
-  Opera ng 40°C 40% ambient
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slides sets
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refrigerante
refrigerant

potencia frig.
frig. power

W

potencia
power

W

CCE
EEC

clase
climate

KBR-47 -2°C
+8°C 1210 600 700 0 0 169 230V-50Hz

R134a* 304 314 D 5  40°C 40%

R290 502 250 D 5  40°C 40%

KBR-65 -2°C
+8°C 1660 600 700 0 0 264 230V-50Hz

R134a* 304 314 E 5  40°C 40%

R290 502 259 D 5  40°C 40%

KBR-83 -2°C
+8°C 2110 600 700 0 0 359 230V-50Hz

R134a* 304 314 E 5  40°C 40%

R290 502 264 D 5  40°C 40%

OPCIONES
encimera con peto worktop with upstand
cambio R290 por R134a R290 to R134a
set 4 ruedas 4 castors set
set 6 ruedas 6 castors set
registrador de alarmas HACCP HACCP alarm recorder
respaldo inox stainless steel rear side
230v 60Hz / 115v 60Hz 230v 60Hz / 115v 60Hz

*opcional - op onal


