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-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped boƩom and rounded corners
-  Reinforced base to drop and slide the barrels (50 or 30 liters)
-  Doors with self closing system, blocked opening, magneƟc gasket and 

possibility of changing the opening sense
-  Worktop in stainless steel AISI-304 with drip perimeter
-  AISI -304 base and legs
-  Fan assisted evaporator, with epoxi anƟcorrosion coaƟng.
-  40 Kg/m³ density polyurethane insulaƟon, zero ODP and GWP
-  Digital temperature control, opƟmized defrost, high-temperature 

condensaƟon alarm. Efficient management of energy consumpƟon
-  OperaƟng temperature ,32°C ambient

mod.
rango
range

°C

largo
length
(mm)

alto
height
(mm)

fondo
depth
(mm)

capacidad barriles
kegs capacity

puertas inox
inox doors

puertas cristal
glass doors

voltaje
voltage

refrigerante
 recomendado
recommended 

refrigerant

potencia frig.
frig. power

W

BP-120 +5°C
+8°C 1195 975 600 2 2 0 230V-50Hz R134a 485

BP-220 +5°C
+8°C 1720 975 600 3 3 0 230V-50Hz R134a 485

EBP-170 +5°C
+8°C 2245 975 600 4 4 0 230V-50Hz R134a 485

EBP-100 +5°C
+8°C 1195 975 600 2 0 2 230V-50Hz R134a 485

EBP-150 +5°C
+8°C 1720 975 600 3 0 3 230V-50Hz R134a 485

EBP-200 +5°C
+8°C 2245 975 600 4 0 4 230V-50Hz R134a 485

consultar - consult

mod puerta ciega
blind door

puerta cristal + LEDs
glass door + LEDs

respaldo ciego
blind rear side

respaldo cristal + LEDs
glass rear side + LEDs

Respaldo de cristal  Double glazed rear side


