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-  Cerradura con llave, de serie

-  Cuadro de mandos elevable

-  aislamiento perimetral

de energía

-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped bo om and rounded corners
-  Doors with self closing system, blocked opening, magne c gasket and 

possibility of changing the opening sense
-  Key lock as standard
-  Inner side of doors by stamped steel
-  Interior LED ligh ng
-  Reinforced GN 2/1 shelves made of plas cized steel
-  AISI -304 adjustable legs, 135 to 200 mm
-  Li able control panel
-  Fan assisted condenser unit
-  Fan assisted evaporator, with epoxi an corrosion coa ng
-  Evaporator fan stops when door is opened
-  Automa c evapora on of defrost water
-  40 Kg/m³ density polyurethane, zero ODP and GWP
- 75 mm perimetral insula on
-  Digital temperature control, op mized defrost, door open and high-

temperature condensa on alarms. Efficient management of energy 
consump on

-  Opera ng temperature 40° C ambient
Departament
-  Evaporator, with epoxi an corrosion coa ng.
-  Independent refrigera ng units for each department
-  Containers with stainless steel slides
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AGP-750 -2°C
+8°C

-5°C
-1°C 680 2130 860 1 3 4 610 230V-50Hz

R134a+R134a* 178+178 215+266
R290+R290 280+280 222+259

AGP-1002 -2°C
+8°C

-5°C
-1°C 1370 2130 860 4 3 7 1370 230V-50Hz

R134a+R134a* C+178 491+266
R290+R290 739+280 473+273

AGP-1003/4 -2°C
+8°C

-5°C
-1°C 1370 2130 860 4 3 7 1370 230V-50Hz

R134a+R134a* 485+178 491+266
R290+R290 739+280 473+273

AGP-2000 -2°C
+8°C

-5°C
-1°C 2055 2130 860 6 6 12 2092 230V-50Hz

R134a+R134a* 485+485 434+491
R290+R290 820+739 523+473

OPCIONES
parrilla adicional GN 2/1 GN 2/1 extra shelf
set adicional guías GN 2/1 GN 2/1 slides extra set
barras carniceras bars for meat set
set 4 ruedas 4 castors set
set 6 ruedas 6 castors set
registrador de alarmas HACCP HACCP alarm recorder consultar - consult
respaldo inox stainless steel rear side consultar - consult
tropicalizado 43°C tropicalized to 43°C
230v 60Hz / 115v 60Hz 230v 60Hz / 115v 60Hz consultar - consult
cambio R290 por R134a R290 to R134a

STANDARD
R290
R290

*opcional - op onal


