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-  

-  aislamiento en costados

de energía

-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped bo om and rounded corners
-  Doors with self closing system, blocked opening, magne c gasket and 

possibility of changing the opening sense
-  ACRV: Double glazed door + LEDs, ACCV: Triple glazed door + LEDs
-  Reinforced shelves made of plas cized steel
-  AISI -304 adjustable legs, 135 to 200 mm
-  Control panel and engine ven la on grill, removable
-  Fan assisted condenser unit
-  Fan assisted evaporator, with epoxi an corrosion coa ng
-  Evaporator fan stops when door is opened
-  Automa c evapora on of defrost water
-  40 Kg/m³ density polyurethane insula on, zero ODP and GWP
- 70 mm sides insula on
-  Digital temperature control, op mized defrost, door open and high-

temperature condensa on alarms. Efficient management of energy 
consump on

-  Opera ng temperature 32°C

mod.
rango
range

°C

largo
length
(mm)

alto
height
(mm)

fondo
depth
(mm)

estantes
shelves

volumen 
capacity

(L)

voltaje
voltage

refrigerante
refrigerant

potencia frig.
frig. power

W

potencia
power

W

clase

ACRV-751 -2°C
+8°C 680 2160 730 4 505 230V-50Hz

R134a* 245 264 4  30°C 55%

R290 502 260 5  40°C 40%

ACCV-751 -20°C
-15°C 680 2160 730 4 505 230V-50Hz

R290 606 560 4  30°C 55%

R452A* 452 627 4  30°C 55%

ACRV-1302 -2°C
+8°C 1370 2160 730 8+4 1201 230V-50Hz

R134a* 485 461 4  30°C 55%

R290 845 396 4  30°C 55%

ACCV-1302 -20°C
-15°C 1370 2160 730 8+4 1201 230V-50Hz

R290 907 902 4  30°C 55%

R452A* 1042 1010 4  30°C 55%

ACRV-2003 -2°C
+8°C 2055 2160 730 12+8 1852 230V-50Hz

R452A* 1215 932 4  30°C 55%

R290 1702 943 4  30°C 55%

ACCV-2003 -20°C
-15°C 2055 2160 730 12+8 1852 230V-50Hz

R290 1814 1726 4  30°C 55%

R452A* 1235 1556 4  30°C 55%

*opcional - op onal

gama 
    Snackrange

OPCIONES
parrilla adicional extra shelf
parrilla intermedia adicional extra middle shelf
juego guías adicional slides extra set
cerradura puerta cristal glass door lock
barras carniceras bars for meat set
set 6 ruedas 6 castors set
registrador de alarmas HACCP HACCP alarm recorder consultar - consult
cambio R290 por R134a (+) R290 to R134a (+)
cambio R290 por R452A (-) R290 to R452A (-)
respaldo inox stainless steel rear side consultar - consult
tropicalizado 43°C tropicalized to 43°C 
230v 60Hz / 115v 60Hz 230v 60Hz / 115v 60Hz consultar - consult

STANDARD
R290
R290
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