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-  AISI-304 stainless steel exterior, rear side galvanized panel
-  AISI-304 stainless steel interior,  stamped bo om and rounded corners
-  Doors with self closing system, blocked opening, magne c gasket and 

possibility of changing the opening sense
-  CSRV / CERE / GSRV: double glazed door + LEDS
-  Shelves made of plas cized steel wire, height adjustable
-  AISI -304 adjustable legs, 135 to 210 mm
-  Control panel and engine ven la on grill, removable
-  Fan assisted condenser unit
-  Fan assisted evaporator, with epoxi an corrosion coa ng
-  Evaporator fan stops when door is opened
-  Automa c evapora on of defrost water
-  40 Kg/m³ density polyurethane insula on, zero ODP and GWP
-  Digital temperature control, op mized defrost, high-temperature 

condensa on alarm. Efficient management of energy consump on
-  Opera ng temperature CSR 40°C ambient

      CSN /CSRV 32°C ambient 
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CSR-55-S -2°C
+8°C 540 2075 730 3 3 409 230V-50Hz

R134a* 304 295 E 5  40°C 40%

R290 271 201 D 5  40°C 40%

CSR-125-S 2°C
+8°C 1250 2075 665 6 6 964 230V-50Hz

R134a* 543 416 D 5  40°C 40%

R290 304 301 D 5  40°C 40%

CSN-55-S -20°C
-15°C 540 2075 755 3 3 409 230V-50Hz

R290 385 432 E 4  30°C 55%

R452A* 353 452 E 4  30°C 55%

CSN-125-S -20°C
-15°C 1250 2075 690 6 6 964 230V-50Hz

R290 833 810 E 4  30°C 55%

R452A* 534 520 E 4  30°C 55%

CSRV-55-S -2°C
+8°C 540 2075 730 4 4 409 230V-50Hz

R134a* 304 308 - 4  30°C 55%

R290 271 213 - 4  30°C 55%

CSRV-125-S -2°C
+8°C 1250 2075 665 8 8 964 230V-50Hz

R134a* 668 638 - 4  30°C 55%

R290 543 434 - 4  30°C 55%

*opcional - op onal

OPCIONES
parrilla adicional extra shelf
parrilla intermedia adicional extra middle shelf
set 4 ruedas 4 castors set
set 6 ruedas 6 castors set
cambio R290 por R134a (+) R290 to R134a (+)
cambio R290 por R452A (-) R290 to R452A (-)
230v 60Hz / 115v 60Hz 230v 60Hz / 115v 60Hz 

STANDARD
R290
R290
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