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length

alto
height

fondo
depth

base platos
dish area

consumo
single phase voltage

refrigerante
refrigerant

1050 315 410 4 160 200 230 V - 50 Hz R-134a

1400 315 410 6 160 220 230 V - 50 Hz R-134a

1755 315 410 8 160 240 230 V - 50 Hz R-134a

1050 315 410 300 x 675 160 200 230 V - 50 Hz R-134a

1400 315 410 300x  1030 160 220 230 V - 50 Hz R-134a

1755 315 410 300 x 1380 160 240 230 V - 50 Hz R-134a

1400 315 410 6 160 220 230 V - 50 Hz R-134a

1755 315 410 8 160 240 230 V - 50 Hz R-134a

1400 315 410 300 x 1030 160 220 230 V - 50 Hz R-134a

1755 315 410 300 x 1380 160 240 230 V - 50 Hz R-134a

1050 315 410 4 190 138 230 V - 50 Hz R290*

1400 315 410 6 190 143 230 V - 50 Hz R290*

1755 315 410 8 190 144 230 V - 50 Hz R290*

1050 315 410 300 x 675 190 138 230 V - 50 Hz R290*

1400 315 410 300x  1030 190 143 230 V - 50 Hz R290*

1755 315 410 300 x 1380 190 144 230 V - 50 Hz R290*

1400 315 410 6 190 143 230 V - 50 Hz R290*

1755 315 410 8 190 144 230 V - 50 Hz R290*

1400 315 410 300 x 1030 190 143 230 V - 50 Hz R290*

1755 315 410 300 x 1380 190 144 230 V - 50 Hz R290*

-  Reguladores de altura

-  AISI-304 18/10 stainless steel exterior
-  AISI-304 18/10 stainless steel stamped bo om
-  Toughened safety glass
-  Transparent sliding doors,
-  40 Kg/m³ density polyurethane insula on, zero ODP and GWP
-  Adjustable supports
-  Interior LEDS ligh ng
-  Fan assisted condenser unit
-  Temperature and defrost sets by digital electronic control
-  Opera ng temperature +4° +8° , 32°C ambient

BPC - BPCA stamped steel bo om, GN 1/3-40 containers capacity (included)
BPL - BPLA stamped steel (not GN capacity)

consultar - consult

*opcional - op onal
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